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SCC: By the Numbers

The information below contains confirmed dimensions, capacities or other specifications. Your dedicated EM is always 
available to answer any questions you may have or clarify the information described below. If you have show-critical 
considerations, it is always recommended to verify this information.

Elevator Specifications - Arch

Car # Arch at 705 Pike Elevators
Access  

to Levels Use 
Capacity  

(lbs) Width Depth Height 
Door 

Height 
Door 
Width 

1 & 2 Atrium Lobby to 6ABC 
Lobby 4 to 6 Public;  

passenger only 3,000 7´ 5´ 7´6˝ 7´ 4´ 

3 Security entrance to Level 6  
back-of-house 2 to 6 Employee;  

passenger only 3,000 6´6˝ 4´6˝ 7´6˝ 7´ 4´ 

4 South Dock to Level 6  
back-of-house 4 to 6 Service 4,500 5´ 8´6˝ 8´4˝ 7´ 4´

5 Main Freight Elevator Garage 
to Level 6 back-of-house 3 to 6 Freight 20,000 11´ 24´ 13´6˝ 13´6˝ 11´

6 & 7 Galleria 1 to 6 Public;  
passenger only 3,500 6´ 6´ 7´8˝ 7´ 3´6˝ 

10 Service elevator 1 to 6 Service 5,000 5´8˝ 8´9˝ 10´ 7´ 4´8˝ 

11 & 
12

Pike Street Lobby, 2AB 
Lobby, 3AB Lobby & 
Skybridge Lobby

1 to 4 Public;  
passenger only 3,500 6´8˝ 5´4˝ 9´ 7´ 3´6˝ 

14 Pike Street Lobby ADA ADA 1 Public;  
passenger only 3,500 6´8˝ 5´4˝ 9´ 7´ 3´6˝ 

N-1 North Dock to 4EF Catwalk 4 to 5 Employee;  
passenger only 3,500 6´8˝ 5´4˝ 8´ 7´ 3´8˝ 

N-2 Main Freight Elevator Garage 
to North Dock & TCC 1 to 4 Freight 20,000 12´ 20´ 14´ 12´ 12´ 

Car # Arch at 800 Pike Elevators
Access  

to Levels Use
Capacity

(lbs) Width* Depth* Height
Door 

Height
Door
Width

1 & 2 Passenger Skagit and 
Tahoma

Public;  
passenger only 4,000 7´ 3˝ 5´ 1˝ 9´ 2˝ 7´ 47.5˝

3 Service back-of-house Skagit and 
Tahoma Service 8,000 6´ 3˝ 10´ 9˝ 10´ 7´ 59.5˝

4 Passenger Tahoma – 
Level 4 (4F)

Public;  
passenger only 5,000 5´ 2˝ 8´ 9˝ 8´ 5˝ 7´ 54˝

* Interior depth and width measurement are less handrails 
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Elevator Specifications - Summit

Car # Summit Elevators
Access  

to Levels Type
Weight

Capacity (lbs.)
Interior 

Dimensions 
Door Opening 

Clearance 

1 Dock to Flex Hall & Flex Mezz EX – 2 Event freight 20,000 20’W X 10’H 10’

2 Dock to all levels EX – 5 Event freight 15,000 20’W X 10’H 10’

3 Dock to all levels EX – 5 Event freight 15,000 20’W X 10’H 10’

4 Dock to Market & Garden Terrace  
(located next to #1) EX – 3 Service & freight 5,000 5’ 10”W X 8’ 10”H 4’ 6”

5 Dock to all levels EX – 5 Service & freight 5,000 5’ 11”W X 8’ 10”H 4’ 6”

6 Dock to all levels EX – 5 Service & freight 5,000 5’ 11”W X 8’ 10”H 4’ 6”

7 Dock to all levels EX – 5 Service & freight 5,000 5’ 11”W X 8’ 10”H 4’ 6”

8 9th Ave Entrance to Market Street - 1 Public/ADA 3,500 6’ 8”W X 5’ 5”H 3’ 6”

9 Olive Way to Market, Flex Mezz &  
Garden Terrace Street – 3 Public/ADA 3,500 7’W X 5’ 6”H 3’ 6”

10 Summit Lobby (north) to event Levels 1-5 1 - 5 Attendees 4,000 7’ 6”W X 5’ 8”H 4’

11 Summit Lobby (north) to event Levels 1-5 1 - 5 Attendees 4,000 7’ 6”W X 5’ 8”H 4’

12 Summit Lobby (north) to event Levels 1-5 1 – 5 Attendees 4,000 7’ 6”W X 5’ 8”H 4’

13 Olive Way - street entrance to all parking 
garage levels Street – 1 Public/ADA 3,500 6’W X 5’ 8”H 3’ 6”

14 Olive Way - street entrance to all parking 
garage levels Street – 1 Public/ADA 3,500 6’W X 5’ 8”H 3’ 6”

15 Olive Way - employee entrance - Levels 
1-5 Street – 5 Employees/

event workers 3,500 6’W X 5’ 8”H 3’ 6”

16 Olive Way - employee entrance to Levels 
1-5 Street – 5 Employees/

event workers 3,500 6’W X 5’ 8”H 3’ 6”

17 Summit Lobby (south) to all event levels EX - 5 Attendees 4,000 7’W X 5’ 8”H 4’

18 Summit Lobby (south) to all event levels EX - 5 Attendees 4,000 7’W X 5’ 8”H 4’

19 Summit Lobby (south) to all event levels EX - 5 Attendees 4,000 7’W X 5’ 8”H 4’

* Interior depth and width measurement are less handrails 
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Gate Dimensions – Arch 705 Pike
Gate # Location Description Width Height

Gate 1 Hall 4A Exhibit Hall 4A to South Dock 12´ 0˝ 9´ 11˝

Gate 2 Hall 4A Exhibit Hall 4A to South Dock 12´ 0˝ 9´ 11˝

Gate 3 Hall 4A South Dock to 4ABC service corridor 18´ 0˝ 14´ 6˝

Gate 4 Hall 4B Exhibit Hall 4A to service corridor 30´ 0˝ 15´ 8˝

Gate 5 Hall 4C Exhibit Hall 4B to service corridor 31´ 2˝ 15´ 8˝

Gate 6 Hall 4C 4C service corridor 15´ 0˝ 13´ 7˝

Gate 7 Hall 4C Exhibit Hall 4C to service corridor 13´ 0˝ 13´ 7˝

Gate 9 Galleria Exhibit Hall 4C to Galleria 12´ 0˝ 10´ 0˝

Gate 10 Plaza/Atrium Lobby Atrium Lobby to Plaza 7´ 10˝ 9´ 6˝

Gate 11 Dock/Plaza South Dock to Plaza 8´ 0˝ 9´ 11˝

Gate 12 Truck Bridge Truck bridge 86´ 3˝ 16´ 0˝

Gate 13 Hall 4F Exhibit Hall 4F to North Dock 16´ 0˝ 13´ 9˝

Gate 14 Hall 4F Exhibit Hall 4F to North Dock 11´ 0˝ 14´ 9˝

Gate 15 North service corridor North Dock to 4EF service corridor 16´ 0˝ 13´ 10˝

Gate 16 Hall 4E Exhibit Hall 4E to service corridor 16´ 0˝ 16´ 0˝

Gate 17 6A east gate Ballroom 6A to freight elevator corridor 10´ 0˝ 12´ 0˝

Gate 18 Ballroom 6A - north gate Ballroom 6A to service corridor 10´ 0˝ 12´ 0˝

Gate 19 Ballroom 6B Ballroom 6B to service corridor 10´ 0˝ 12´ 0˝

Gate 20 Ballroom 6C Ballroom 6C to service Corridor 10´ 0˝ 12´ 0˝

Gate 21 Ballroom 6E Ballroom 6E to service corridor 10´ 0˝ 12´ 0˝

Level 2 at Arch Room 601 Signature Room
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Gate Dimensions – Arch 805 Pike
Gate # Location Description Width Height

Gate 22 Yakima Level 800 Pike dock to Yakima service corridor 12’1” 9’9”

Gate 23 Yakima Level 800 Pike Dock to Yakima service corridor 10’0” 9’3”

Gate 24 Tahoma Level Service corridor to freight elevator 15’0” 9’9”

Gate 25 Tahoma Level airwall Tahoma to service corridor 11’9” 9’5”

Gate Dimensions – Summit
Gate # Location Description Width Height

Gate A Exhibit Hall 2 - east Exhibit Hall 2 to Loading Dock 24´ 0˝ 24´ 0˝

Gate B Exhibit Hall 2 - west Exhibit Hall 2 to Loading Dock 22´ 0˝ 16´ 10˝

Gate C Exhibit Hall 1 Exhibit Hall 1 to Loading Dock 22´ 0˝ 16´ 10˝

Gate D Exhibit Hall 1 - north Exhibit Hall 1 to storage 12´ 0˝ 12´ 0˝

Gate E Exhibit Hall 1 - south Exhibit Hall 1 to storage 14´ 0˝ 12´ 0˝

Gate F Loading Dock Dock to staging 12’ 0” 12’ 0”

Gate G Storage Staging to storage 10’ 0” 10’ 0”

Gate H Exhibit Hall 1 Exhibit Hall 1 to EX Lobby 18´ 0˝ 37´ 0˝

Gate I Exhibit Hall Swing Exhibit Hall Swing to EX Lobby 24´ 0˝ 38´ 0˝

Gate J Exhibit Hall 2 - west Exhibit Hall 2 to EX Lobby 24´ 0˝ 38´ 0˝

Gate K Exhibit Hall 2 - east Exhibit Hall 2 to EX Lobbyt 18´ 0˝ 37´ 0˝

Gate L Flex C – east Flex C to Freight Elevator 15´ 0˝ 14´ 0˝

Gate M Flex C - west Flex C to Freight Elevator 15´ ˝ 14´ 0˝

Gate N Flex A Flex A to Freight Elevator 15´ 0˝ 14´ 0˝

Gate O Flex Level Freight Elevator to Service Corridor 8’ 0” 14’ 0”

Gate P Flex Level Service Corridor to Storage 8’ 0” 14’ 0”

Gate Q Ballroom 1 Ballroom 1 to Freight Elevator 12´ 0˝ 9´ 10˝

Gate R Parking Garage Parking Garage Level 1 to Summit lobby 8’ 0” 8’ 0”
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Standard Facility Equipment Inventory - Arch

Equipment 
Description Width Height Depth Qty 

Chairs

SCC 19.5˝ 21˝ 13,500

TCC 18˝ 23˝ 3,700

Bar Stools 20

Stage Risers & Equipment

Riser 8´ 16˝ or 24˝ 6´ 40

Riser 8´ 16˝, 24˝ or 
32˝ 6´ 37

Riser 8´ 24˝ or 32˝ 6´ 40

Riser 8´ 32˝ or 40˝ 6´ 30

Wheelchair Lift 48˝ 61˝ 1

Wheelchair Ramp 16˝, 24˝, 32˝ 
or 40˝ 2

Tables

10´ Serpentine 
Tables 30˝ 20

Round Tables 72˝ 30˝ 800

Round Tables 60˝ 30˝ 250

Round Tables 36˝ 30˝ or 42˝ 115

Tables 8´ 30˝ 30˝ 400

Tables 8´ 30˝ 18˝ 1,000

Tables 6´ 30˝ 18˝ 200

Tables 6´ 30˝ 30˝ 275

Tables 4´ 30˝ 30˝ 30

Equipment 
Description Width Height Depth Qty 

Lecterns

SCC Lectern 
(Standing)

Top – 24˝  
Front face 

– 16˝
30˝ 18˝ 24

Green Lectern 
(Standing) 24˝ Front – 48˝ 

Back – 40˝ 17˝ 52

Adjustable Height 
Presidential Lectern 32.25˝ 48˝ 22˝ 1

Non-adjustable 
Presidential Lectern 42˝ 40.75˝ 30.75˝ 1

TCC Lectern 
(Standing) 12˝ 31.5˝ 13

Easels 100

Barriers 150

Black Pipe & Drape 8´ – 10´ 200

Piano 2

Dance Floor 32˝ 32˝ 1

Flag: United States of America 7

Flag: State of Washington 4

Flag: Canada 4

Safe Inside dimensions:
 24˝x30˝x23˝ 1
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Standard Facility Equipment Inventory - Summit

Equipment Description Width Height Depth Qty 

Chairs 20˝ 23˝ 18,000

Stage Risers & Equipment

Riser 8´ 16˝ or 24˝ 6´ 70

Riser 8´ 24˝ or 32˝ 6´ 30

Riser 8´ 32˝ or 40 6´ 30

Camera Riser 4´ 24˝ or 32˝ 4´           4 

Wheelchair Ramp 16˝, 24˝, 32˝ or 40˝ 2

Tables

Round Tables 72˝ 30˝ 1,000

Round Tables 36˝ 30˝ 140

Tables 8´ 30˝ 30˝ 500

Tables 8´ 30˝ 18˝ 1,200

Tables 6´ 30˝ 30˝ 300

Lectern (Standing) Top – 24˝ 
Front face – 16˝ 30” 18” 62

Barriers 204

Black Pipe & Drape 8’ 200 ft

Easels 75

Coat Racks 25

Flag: United States of America 4

Flag: State of Washington 4

Flag: Canada 1

Flag: King County 1

Flag: Prisoner of War 1
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Floor Loads - Arch
Location Load lbs/sq ft Comments

Atrium & Skybridge Lobbies 100
Forklifts are not permitted. Provide !” plywood floor cover when moving 
anything over 1200 lbs. Carpet pieces or Skudo board are required for 
any aerial lifts.

Halls 4ABCDEF 250 Heavy floor loads may require plywood installation or other means of 
weight distribution.

Ballrooms 6ABCE 150

Lift work in all carpeted areas requires the installation of reinforced 
plastic sheeting. Alternatives include Skudo board, plywood, or in some 
instances, wheel coverings may be allowed. No forklifts allowed in the 
service corridor at north end of ballrooms.

6ABC Lobby and 6E Lobby 100 Forklift access is not permitted.

All Meeting Rooms 100 Forklift access is not permitted.

Parking Garage 50 Forklift access is not permitted.

Galleria 100
Forklifts or pallet jacks are not permitted. Provide !” plywood floor cover 
when moving anything over 1200 lbs. Carpet pieces or Skudo board are 
required for any aerial lifts.

Location Load lbs/sq ft Comments

All Lobby, Lounge & 
Concourses 100

Forklifts are not permitted. Provide !” plywood floor cover when moving 
anything over 1200 lbs. Carpet pieces or Skudo board are required for 
any aerial lifts.

Exhibit Hall 1-2 350
Floor is scored with a 10’ x 10’ grid and align with the floor boxes on 
30’ centers. Heavy floor loads may require plywood installation or other 
means of weight distribution.

Flex Hall 250
Lift work requires the installation of reinforced plastic sheeting. 
Alternatives include Skudo board, plywood, or in some instances, wheel 
coverings may be allowed.

Ballroom 1-3 100 All lift work requires the installation of both plastic sheeting or
Skudo board, with a layer of plywood on top.

All Meeting Rooms 100 Forklift access is not permitted

Terrace Suite, Elliot Bay Room 
& Signature Room

100

Lift work in all carpeted areas requires the installation of reinforced plastic 
sheeting. Alternatives include Skudo board, plywood, or in some instances, 
wheel coverings may be allowed. Carpet pieces or Skudo board are required 
on all other hard flooring areas for any aerial lifts.

Floor Loads - Summit
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House Lighting Specifications - Arch

Space Category Space  Description Notes & Special Considerations 

Exhibit Hall Exhibit Halls 4AB and 4EF LED (187W each) and fluorescent. Max@110
foot candles. Show level @90 foot candles

LED are not dimmable but can be 
individually controlled 

Exhibit Hall Exhibit Hall 4C LED (187W each) and fluorescent. Max @110
foot candles. Show level @90 foot candles 

Metal halide are not dimmable but can 
be individually controlled. LED can 
downlights.

Exhibit Hall Exhibit Hall 4D (Skybridge) LED (187W each) and fluorescent. Max @110
foot candles. Show level @90 foot candles 

LEDs are not dimmable but can be
controlled in east to west rows of four
lamps. 

Ballroom Ballrooms 6ABCE Tungsten halogen incandescent and LED Halogen are dimmable. LEDs are in
coves throughout the ceiling.

Meeting Room Meeting Rooms 601-614 Incandescent Dimmable. Rooms 601, 606, 607, 608,
609 have LED cove lighting. 

Meeting Room Meeting Rooms 615-620 LED with incandescent perimeter fluorescent Dimmable. Rooms have LED wall wash
on one wall. 

Meeting Room Meeting Room 400 Compact fluorescent / metal halides Fluorescents are dimmable. Halides 
are not dimmable. 

Meeting Room Meeting Room 401 LED Dimmable. Rooms have LED wall wash
on one wall and ceiling cove.

Meeting Room Meeting Rooms 4C-1 thru 
4C-4 LED cans / LED spots Cans are dimmable. Spots are not

dimmable. 

Meeting Room Meeting Rooms 201-206, 
208-214 and 301-310 LED Dimmable. Rooms have LED wall wash

on one wall. 

Meeting Room Meeting Rooms 2AB & 3AB Compact fluorescent with track lighting Dimmable 

Lobby / Public Space Skybridge Lobby Metal halide (70W); LED and natural daylight Not dimmable 

Lobby Atrium Lobby LED and natural daylight Dimmable

Lobby 6ABC Lobby LED cove lighting; LED track lighting
and natural daylight Dimmable track lighting

Lobby 6E Lobby LED cove lighting; incandescent and
natural daylight Dimmable incandescent

Lobby / Public Space Level 1 (South) LED and fluorescent cove lighting 

Lobby / Public Space Level 2-3 (South) LED 

Lobby / Public Space Level 4 (South) LED and natural daylight 

Lobby / Public Space Level 1-3 (North) Metal halide (70W); LED and natural daylight Not dimmable

Meeting Rooms  
& Corridors Skagit Level LED can lights (9W) with fluorescent cove and

walkway lights (32W transitioning to 13W LED) LED accent spots (5W)

Lobby Yakima Level High ceiling is metal halide (39W) Accented window color changing
LEDs

Meeting Rooms  
& Corridors Chelan Level LED can lights (9W) with fluorescent cove and

walkway lights (32W transitioning to 13W LED) LED accent spots (5W)

Meeting Rooms  
& Corridors Tahoma Level LED can lights (9W) with LED can lights (14W) 14W LED can lights are dimmable
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House Lighting Specifications - Summit

Space 
Category Space  Description Notes & Special Considerations 

Exhibit Hall Exhibit Halls 1-2 21” x 47” LED high bay with wide distribution and
3500K color temperature LED are dimmable and can be individually controlled

Lobby Exhibit Lobby 21” x 47” LED high bay with wide distribution and
3500K color temperature

Dimmable, individually controlled, addressable LED
(non-RGB)

Lobby Summit Lobby 4” diameter pendant mounted LED cylinder 
downlight Dimmable, addressable LED (non-RGB)

Lobby Olive Lobby (Level 2) 10” diameter pendant mounted LED cylinder
downlight Dimmable, addressable LED (non-RGB)

Lobby Flex Lobby 10” diameter pendant mounted LED cylinder
downlight Dimmable, addressable LED (non-RGB)

Exhibit Hall Flex Hall Primary lighting: 21” x 47” LED high bay with wide
distribution and 3500K color temperature

LED are dimmable. Room has additional LED
downlighting.

Meeting Room Meeting Rooms  
320 - 348 7” multi-setting LED lights with touch screen control

Meeting room entry portals have in-floor up-lighting
and wall wash along the side walls, in addition to
down lighting

Outdoor Garden Terrace Natural daylight with LED cylinder down lighting
under the overhang 

String patio-style lights over the two tables at south
end of the Terrace and walkway bollard lights

Lobby
Garden Lobby, Garden 
Lounge & Terrace 
Lobby 3

Natural daylight with 9.5” diameter, pendent
mounted RGBW quad chromatic LED flood light and
4" diameter pendant mount LED cylinder lights

Dimmable, individually controlled, addressable, color
changing LED. Mounted above the ceiling line to be
reflected off the ceiling grid system.

Lobby
Pine Lobby 3, Boren 
Concourse 3 & Olive 
Concourse 3

Natural daylight with 9.5” diameter, pendent
mounted RGBW quad chromatic LED flood light and
4" diameter pendant mount LED cylinder lights

Dimmable, individually controlled, addressable, color
changing LED. Mounted above the ceiling line to be
reflected off the ceiling grid system.

Lobby Hillclimb Natural daylight. Inlaid illuminated handrails
and 6” LED illuminated Level indicators

Emergency lighting built into the underside of the
stair handrail and at each platform

Meeting Room Meeting Rooms  
420-448 7” multi-setting LED lights with touch screen control

Meeting room entry portals have in-floor up-lighting
and wall wash along the side walls, in addition to
down lighting

Lobby
Terrace Suite Lobby, 
Paramount Lounge & 
Terrace Lobby 4

Natural daylight with 9.5” diameter, pendent
mounted RGBW quad chromatic LED flood light and
4" diameter pendant mount LED cylinder lights

Dimmable, individually controlled, addressable, color
changing LED. Mounted above the ceiling line to be
reflected off the ceiling grid system.

Lobby
Pine Lobby 4, Boren 
Concourse 4 & Olive 
Concourse 4

Natural daylight with 9.5” diameter, pendent
mounted RGBW quad chromatic LED flood lights
and 4" diameter pendant mount LED cylinder lights

Dimmable, individually controlled, addressable, color
changing LED. Mounted above the ceiling line to be
reflected off the ceiling grid system.

Meeting Room Terrace Suite 7” multi-setting LED lights with touch screen control
with 4’ linear LED strips in corners an perimeter Dimmable, addressable LED (non-RGB)

Meeting Room Elliott Bay Room Natural daylight and 9.5” diameter, pendent
mounted RGBW quad chromatic LED flood lights Dimmable, addressable LED (non-RGB)

Lobby Ballroom 1 Lobby 3.18” aperture, 4” diameter pendant mounted LED
cylinder downlight and natural daylight Dimmable, addressable LED (non-RGB)

Lobby Ballroom 2 & 3 Lobbies LED and natural daylight Dimmable, addressable LED (non-RGB)

Ballroom Ballroom 1-3 10’ diameter pendant mounted LED downlight with
RGBW LED moving head theatrical lights Downlighting at door portals

Meeting Room Signature Room 7” multi-setting LED lights with touch screen control
and 4’ linear LED strips in corners and upper perimeters Dimmable, addressable LED (non-RGB)

Lobby/Public 
Space Market Lobby 4” recessed round LED downlight inside chandelier Additional LED lights around perimeter

All lighting at Summit is LED sensors assist with “daylight harvesting” to make maximum use of natural daylight and will 
dim interior lights when exterior lighting achieves the desired lighting level in a given area.
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Loading Docks*
Dock Location Supported Areas Height Clearance Number of Bays Notes 

South Dock
Halls 4ABC, 
Level 6, 3, 2 
meeting rooms

16' 9

4 bays with levelers. SCC has two portable dock 
ramps. All docks accommodate full length, street-
legal, single-trailer semis. Access to some bays by 
semis is dependent on dock traffic.

North Dock Halls 4DEF,  
800 Pike Street 16´ 10

10 bays with levelers. SCC has two portable dock 
ramps. All docks accommodate full length, street-
legal, single-trailer semis. Access to some bays by 
semis is dependent on dock traffic.

800 Pike Street Arch at  
800 Pike Street 2

One loading bay that can accommodate a 53´ 
semi-truck. A secondary dock area is able to 
accommodate up to two 24´ box trucks. Both loading 
areas are accessed via the alley that runs along the 
east side between Pike Street and Pine Street.

Summit Dock Summit Building 15’ 18
18 total bays. 16 are full length and 17 have levelers. 
3 are dedicated to SCC Service Partners. Truck 
Entrance at Boren Ave. Truck Exit at Terry Ave.

Parking Garages

Facility
Height 

Clearance
Total 
Stalls ADA Stalls 

Electric 
Vehicle 

Charging 
Stations

Main Garage 6´ 5˝ 837 16 4

Freeway Park 
Garage 6´ 9˝ 665 16 0

Summit 
Garage

P1 – 8’4”
P2 & P3 – 6’6” 709

18 total 
3 van 

accessible
8

* Access to all loading docks requires appropriate scheduling of union TA staff.

North Loading Dock

Arch Garage, Electric Vehicle Charging Station

We look forward to serving you at Seattle Convention Center! 


